
The touch panel is the new control system for the DanX 1-2-3. It allows remote control of the 
unit with an intuitive interface for quick monitoring and control.

TOUCH PANEL
THE NEW CONTROL SYSTEM FOR DANX 1-2-3

Benefits

� Very user friendly remote control
� Remote start and stop  
� Monitoring of running status
� Control and edit setpoints  
� View of alarm
� Easily change language of operation
� Adjust backlight brightness and touchscreen 

modality

The control can easily be wall- 
mounted on any surface



There are four main menu pages which 
are used most frequently: the start/stop 
page, info pages, the set point pages, and 
the alarm page.

These allows to easily perform all remote 
control functions:

� start or stop the unit
� change set points for room 

temperature and relative humidity for 
occupied and unoccupied pool hall

� calibrate air volumes for supply, return 
and minimum outdoor air

� set minimum and maximum supply 
temperature 

� set alarms
� select preferred notification and click 

sounds
� change language
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TOUCH PANEL
THE NEW CONTROL SYSTEM FOR DANX 1-2-3

Specifications Units Values

Size mm 85 x 85 x 19

Screen mm 3.5

Screen resolution px 320 x 240

Operating temperature °C 0–50

IP class 20

Set point pages Alarm page

Start/stop page

Specifications

Display pages

Info page


